




The Boulder B.A.B.E.  System

S P E C I F I C AT I O N

2 x 220mm (8”) SEAS Woofer

Dual Concentric 130mm (4.5”) ELAC Mid 
Range and 50kHz Folded Ribbon Tweeter

1 x 300mm (12”) Morel Woofer

Sealed Baltic Birch 18mm (.75”) Plywood 
Cabinet

Corian 30mm (1.2”) Front Baffle Design 

4 x Discrete A/B Amplifiers by Esoteric 
Audio Research (200 watts total)

2 x Discrete Class D Amplifiers  
(750 watts total)

Balanced XLR Input

20Hz-50 kHz +/-3dB

B o u l de  r

390mm D x 268mm W x 614mm H

15.4” D x 10.5” W x 24.2” H

B . A . B . E . 

390mm D x 386mm W x 614mm H

15.4” D x 15.2” W x 24.2” H

S ea  l ed   C a b inet  

The B.A.B.E. retains the same sealed cabinet 

approach used throughout the Unity Audio 

range. This design approach provides faster, 

tighter and more accurate linear bass 

reproduction and results in less phase 

rotation, reduced time domain ringing, 

lower group delay and a shallower roll-off 

slope than inferior ported designs. These 

characteristics make The B.A.B.E. a natural 

choice for all critical music applications. 

D r i v e r s

The B.A.B.E. uses an innovative 300mm 

woofer designed exclusively for sub and 

low frequencies. The driver employs a huge 

130mm Hexatech external voice coil wound 

with a hexagonal-shaped aluminium coil wire 

(2-3 times thicker than standard woofers) for 

accurate music reproduction, superior durability 

and power handling. This driver delivers an 

extraordinary combination of audiophile 

musicality and high power handling. 

T H E  S Y S T E M

The system comprises two bass extension cabinets with their own 750 watt class D amplifiers and  

speaker-management and system all housed in separate units that control all the audio routing,  

gain, cross-over management, optional EQ and Limiting. 

The flagship of the Unity Audio Hi-Fi range is a breathtaking system based around  
our Boulder 3-way speaker with the addition of two Boulder Active Bass Extender 
cabinets (B.A.B.E.S). The B.A.B.E. system transforms the existing Boulder into a true 
4-way design with truly stunning dynamic resolve typically only found in the very  
best recording and mastering studios. With close to 1000 watts (rms) per channel  
the system is able to deliver incredible headroom and scale and life-like dynamics. 

D S P

No two rooms are the same so we have developed a transparent audiophile quality DSP processor. 

The unit features a dedicated software package that runs on a PC or Mac to allow fine tuning of the 

system to each individual acoustic space. 
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A d vanced      C o nt  r o l

PC, Mac and iPad compatible remote 

control software with USB and Ethernet 

access provides user friendly control of  

all system setup parameters.
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A m p l i f icati    o n

Two Unity Audio low frequency custom discrete Class A/B amplifiers running in parallel 

delivering an effortless 150 watts are mounted on rubber isolation mounts.

The Avalanche

The Avalanche active sub-woofer is 
primarily designed to compliment our 
existing Rock and Boulder models, 
seamlessly transforming them into 
full range 3-way and 4-way systems 
and extending their low frequency 
performance down to an incredible 
22Hz. It is also the perfect 2.1 or  
5.1 partner in a surround-sound  
setup to The Rocks and Boulders. 

S P E C I F I C AT I O N

300mm (12”) Woofer

Sealed Aperiodic Vent Cabinet Design

22Hz-120Hz Frequency Response

2 x Discrete A/B Amplifiers by Esoteric 
Audio Research (200s watt total)

2 x Balanced XLR Inputs, 2 x Balanced  
XLR Outputs

Active Crossover with Rock and Boulder 
Pre-sets

Variable Low and High Pass Filters

Gain and Phase Invert Controls

Remote XLR Bypass Foot-Switch Included

430mm D x 430mm W x 540mm H

17” D x 17” W x 21.3” H

C o nt  r o l

User controls consist of Level, 

180-degree phase switch, bypass 

switch, and a switched rotary satellite 

crossover frequency selector. 

Two factory presets are provided for 

teaming up with The Rock or Boulder. 

In addition, both Low Pass 4th order  

filter and High Pass 2nd order filters 

can be set independently in Vari mode. 

D r i v e r s

The Avalanche uses a downward 

ring 300mm woofer, designed 

exclusively for heavy-duty sub-woofer 

applications. 

The input circuitry uses two balanced 

XLR inputs feeding Burr Brown op 

amps to maintain the best possible 

quality audio signal which passes 

through to the satellite speakers. 

sea   l ed   C a b inet  

The Avalanche retains the sealed cabinet design approach but features a dual-chamber 

with an aperiodic Vent. 

This delivers all the benefits of a sealed cabinet such as zero port noise and tight fast 

accurate bass reproduction. It also significantly increases the bass response available 

from a smaller cabinet design. 
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P r o f essi    o na  l  Pedi    g r ee  

The speaker cabinets, manufactured in the UK, use high performance Baltic Birch 

plywood rather than more commonly used and sonically inferior MDF. Woofer and 

tweeter drive units have been carefully selected from various well-established 

reputable European partners that have outstanding design, build and quality 

control standards. This focused approach to design and manufacturing has lead  

to the Unity name becoming synonymous with high performance loudspeakers. 

Used By The World’s Best Artists

Unity Audio also produces a professional range of studio monitors that are trusted  

by the world’s best audio engineers, producers, Grammy award-winning artists,  

film composers, broadcasters, universities, mastering engineers and home studios.

U N I T Y  A U D I O

Unity Audio has been at the leading edge of monitor design for many years. We pride 

ourselves in taking a fresh approach to designing and manufacturing products, using 

different materials in innovative ways. We source quality components from reputable 

companies, working with skilled craftsmen, incorporating new ideas on traditional 

designs, in order to fine tune our products. Every Unity Audio product has been 

designed, built and tested in the UK.

O u r  Phi   l o s o p hy

Company founder Kevin Walker, in conjunction with studio designer and acoustician 

Kevin van Green, decided from the beginning that a sealed cabinet design would  

be employed exclusively to deliver fast transient dynamics and super accurate  

bass reproduction. 

Good amplification is paramount to monitor performance so Unity turned to one of 

the best amplifier designers in the business. Tim de Paravicini from Esoteric Audio 

Research designed a fantastic custom discrete Class A/B amplifier that has become  

the amplification cornerstone of the Unity range.
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Unity Audio Ltd’s policy is one of continuous product improvement and as such we reserve the right to change the  
specifications and prices of the models and items in this brochure at any time. © Unity Audio 2016. All rights reserved.

+44 (0)1799 520786

www.unityaudioproducts.co.uk

sales@unityaudio.co.uk
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